
STD DWG

SHT 1 OF 10

2325

CITY OF COLUMBUS, OHIO

 DEPARTMENT OF PUBLIC SERVICE

DIVISION OF DESIGN AND CONSTRUCTION

CITY ENGINEER

7/01/2022

6 

1

2

 "

EQ

7" MIN

EMBEDMENT

1

1

16

" TYP.

2 TYP.

2

1

4

" SQ. INT.

EQ

2.     FENCE POST MOUNTING

1.  AESTHETIC FENCE

EQ.

3"

EQ. (UNLESS NOTED)

9"

8"

10

1

2

"

3

3

4

" CLEAR

VARIABLE HEIGHT

LESS THAN 4"

NOTE:  7'-0" IS THE MAXIMUM FENCE PANEL LENGTH.

TOP OF STRUCTURE

2

1

2

" SQ. POST WITH

DECORATIVE CAP

1

3

4

"  SQ. RUNNER

PANEL BRACKET

SEE SHEET 2 DETAIL 3

CAULKING

COMPOUND

PARAPET WALL

2" SQ. x 

1

4

" THICK FENCE POST

1

2

" DIA. THREADED ROD EPOXY

RESIN ANCHORS

BASE PLATE 6

1

2

" x 6

1

2

" x 

3

4

"

1

4

"

POST &

PARAPET WALL

2

1

2

" SQ.

HOLE SIZED FOR H.S. THREADED ANCHOR

2" MAX

7" MIN

STRUCTURE MOUNTED

AESTHETIC FENCE



STD DWG

SHT 2 OF 10

2325

4.     FENCE POST AT CORNER

PLAN

9"

3"

3.     SLIP JOINT

SLOTTED

PANEL BRACKET

SECURED TO

POST

1

3

4

" SQUARE RUNNER

WELDED POST CAP

2

1

2

" SQ. POST

BOLT ASSEMBLY; ROUND

BASE NUT WITH SHANK

#14 TEK SCREW;

ALL HOLES PRE-

DRILLED IN

SURFACES BEFORE

ALL COATINGS

1

3

4

" SQUARE RUNNER;

1

4

" SLOT x 

1

2

 " L.; BEGIN 

1

2

"

FROM END OF RUNNER

PANEL BRACKET SEE DETAIL 3, THIS SHEET

DECORATIVE

FENCE PANEL PER

DETAIL 1 SHEET 1

PARAPET WALL

LESS THAN 4"

1" SQ.

PICKET

C

L

C

L

FENCE POST & BASE PLATE, PER DETAIL 2  SHEET 1

PANEL BRACKET

DECORATIVE POST CAP

2

1

2

" SQ. POST

CITY OF COLUMBUS, OHIO

DEPARTMENT OF PUBLIC SERVICE

DIVISION OF DESIGN AND CONSTRUCTION

7/01/2022

STRUCTURE MOUNTED

AESTHETIC FENCE



STD DWG

SHT 3 OF 10

2325

5.   ALTERNATE POST MOUNTING AT ADJACENT STRUCTURE
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7.     FENCE MESH & POST MOUNTING
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8.  FENCE ON SLOPED STRUCTURE
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